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§192.5

based system or systems used by a con-
troller in a control room that collects
and displays information about a pipe-
line facility and may have the ability
to send commands back to the pipeline
facility.

Transmission line means a pipeline,
other than a gathering line, that: (1)
Transports gas from a gathering line or
storage facility to a distribution cen-
ter, storage facility, or large volume
customer that is not down-stream from
a distribution center; (2) operates at a
hoop stress of 20 percent or more of
SMYS; or (3) transports gas within a
storage field.

NOTE: A large volume customer may re-
ceive similar volumes of gas as a distribu-
tion center, and includes factories, power
plants, and institutional users of gas.

Transportation of gas means the gath-
ering, transmission, or distribution of
gas by pipeline or the storage of gas, in
or affecting interstate or foreign com-
merce.

[Amdt. 192-13, 38 FR 9084, Apr. 10, 1973, as
amended by Amdt. 192-27, 41 FR 34605, Aug.
16, 1976; Amdt. 192-58, 53 FR 1635, Jan. 21,
1988; Amdt. 192-67, 56 FR 63771, Dec. 5, 1991;
Amdt. 192-72, 59 FR 17281, Apr. 12, 1994; Amdt.
192-78, 61 FR 28783, June 6, 1996; Amdt. 192-81,
62 FR 61695, Nov. 19, 1997; Amdt. 192-85, 63 FR
37501, July 13, 1998; Amdt. 192-89, 65 FR 54443,
Sept. 8, 2000; 68 FR 11749, Mar. 12, 2003; Amdt.
192-93, 68 FR 53900, Sept. 15, 2003; Amdt. 192—
98, 69 FR 48406, Aug. 10, 2004; Amdt. 192-94, 69
FR 54592, Sept. 9, 2004; 70 FR 3148, Jan. 21,
2005; 70 FR 11139, Mar. 8, 2005; Amdt. 192-112,
74 FR 63326, Dec. 3, 2009; Amdt. 192-114, 75 FR
48601, Aug. 11, 2010]

§192.5 Class locations.

(a) This section classifies pipeline lo-
cations for purposes of this part. The
following criteria apply to classifica-
tions under this section.

(1) A ‘“‘class location unit’’ is an on-
shore area that extends 220 yards (200
meters) on either side of the centerline
of any continuous 1- mile (1.6 Kkilo-
meters) length of pipeline.

(2) Each separate dwelling unit in a
multiple dwelling unit building is
counted as a separate building intended
for human occupancy.

(b) Except as provided in paragraph
(c) of this section, pipeline locations
are classified as follows:

(1) A Class 1 location is:

(i) An offshore area; or
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(ii) Any class location unit that has
10 or fewer buildings intended for
human occupancy.

(2) A Class 2 location is any class lo-
cation unit that has more than 10 but
fewer than 46 buildings intended for
human occupancy.

(3) A Class 3 location is:

(i) Any class location unit that has 46
or more buildings intended for human
occupancy; or

(ii) An area where the pipeline lies
within 100 yards (91 meters) of either a
building or a small, well-defined out-
side area (such as a playground, recre-
ation area, outdoor theater, or other
place of public assembly) that is occu-
pied by 20 or more persons on at least
5 days a week for 10 weeks in any 12-
month period. (The days and weeks
need not be consecutive.)

(4) A Class 4 location is any class lo-
cation unit where buildings with four
or more stories above ground are prev-
alent.

(c) The length of Class locations 2, 3,
and 4 may be adjusted as follows:

(1) A Class 4 location ends 220 yards
(200 meters) from the nearest building
with four or more stories above ground.

(2) When a cluster of buildings in-
tended for human occupancy requires a
Class 2 or 3 location, the class location
ends 220 yards (200 meters) from the
nearest building in the cluster.

[Amdt. 192-78, 61 FR 28783, June 6, 1996; 61 FR
356139, July 5, 1996, as amended by Amdt. 192—
85, 63 FR 37502, July 13, 1998]

§192.7 What documents are incor-
porated by reference partly or
wholly in this part?

(a) Any documents or portions there-
of incorporated by reference in this
part are included in this part as though
set out in full. When only a portion of
a document is referenced, the remain-
der is not incorporated in this part.

(b) All incorporated materials are
available for inspection in the Office of
Pipeline Safety, Pipeline and Haz-
ardous Materials Safety Administra-
tion, 1200 New Jersey Avenue, SE.,
Washington, DC, 20590-0001, 202-366—
4595, or at the National Archives and
Records Administration (NARA). For
information on the availability of this
material at NARA, call 202-741-6030 or
go to: hitp://www.archives.gov/
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